Pls fill in your request and send this as annex by email; 
* Customer                        :  

* Type of hall,(Tent )(WxLxH)  :  
- Surface  total  m2           :

- Options                          :   

- Width  m                        :

- Length  m                      :

- Sideheight m                 :

- Topheight m                  :  

* Frame material               : alu

- Frame material type          : hard pressed extruded alu 6005/T5 

- Mininimum lifetime           : 20 Jaar

- Fixed or Pivotating Frames   : /  

* Burning Class(EU-Certificate): A2/M2 - DIN 4102B1 

- PVC Wall/Roof (coated, )     : Mehler Germany or similar,650gr/m² double PV coated polyester                                          PVC. 

-                                With non Greening protection  /additives  

- With  Lining (dropfree)      :  /

- Complete Insulated Roof(double roof + insulation: / 

* Basic Construction  ;

- Wall PVC type                 : 650gr/m² double PV coated polyester textile 

- Wall Sandwichpanels/hardwall/thickness : 40 mm (or 60mm?) :/ 

- Wall Single Steel Plate type  :  /

- Lifted Segments roof          :  N.. 

* Doors and Gates  ;               

- Rolling Gate                  :  /

- Gliding Gate                  :  /

- Persons Front Door            :  /

- Persons Sidewall Door         :  /

* Technical Specifications  

- PVC Colour                    : standard white 

- Roof half light or dark(Opaque): / 

- Roof angle                    : 22°

- Windspeed                     : 100 km/h (28m/sec)

- Snow thickness                : 16 cm

- Roof Load Max Kg              : 20 kg/m²

- Total weight                  :  /

Other options  :

- Glassfront (double security glasswall): /

- Single glass door              : /

- Double glas door               : /

- Lifted cables    

- Power Connections (no cables)  : /

- PVC Wall Elements              : /

At the moment of order, must be specified  :

- roof colour                   : white

- sidewall colour               : white 

- colour from sandwichpanels    :

- colour from steel side panels :  

------------------

- Hall Fixing ;  (eventually ,thickness of concrete):

a/ concrete floor  ?             :                         : 

b/ Or we are drilling 1.2 m pins in groundfloor (territory); 

* Manitu or forklift available  (min height ?) : 

-----------------------

Normal Delevery time             : 4 - 8 weeks (following situation)

Validity from this offer         : 6 weeks

----------------------------------------------------------------------

